
For:

Livestock Scale
Load Cell Electronic
Model:  LSE Series (See Below)
n : 8000:    v :  5 lbmax      min

Capacity:  24 000 lb to 50 000 lb
Platform: 10' to 12' (width) x 8.75' to 52.5' (length)
CLC:   16 000 lb

Accuracy Class: III L

Submitted by:

Cardinal Scale Mfg. Co.
203 East Daugherty
Webb City, MO  64870
Tel:  (417) 673-4631
Fax:  (417) 673-5001
Contact:  Stephen Langford

Standard Features and Options

Model Number LSEXXYY where XX represents capacity in tons and YY represents the platform length in feet.

Platform Material:   Concrete

Load Cell:  Cardinal Scale Mfg. Model SB-20000S (Certificate of Conformance No. 87-059) or metrological equivalent.

Indicator:    Cardinal Scale Mfg. Model 748-S (Certificate of Conformance No. 93-127) or metrological equivalent.

Temperature Range:  -10 (C to 40 (C (14 (F to 104 (F)

U.S. Department of Commerce
National Institute of Standards and Technology

Gaithersburg, MD 20899
Certificate Number: 97-043
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National Type Evaluation Program
Certificate of Conformance

for Weighing and Measuring Devices

This device was evaluated under the National Type Evaluation Program (NTEP) and was found to comply with the applicable technical requirements of Handbook
44, “Specifications, Tolerances, and Other Technical Requirements for Weighing and Measuring Devices.”  Evaluation results and device characteristics necessary
for inspection and use in commerce are on the following pages.

Effective Date: March 25, 1997              ______________________________
Gilbert M. Ugiansky, Ph.D.

Chief, Office of Weights and Measures
Issue Date:  August 15, 1997

Note: The National Institute of Standards and Technology does not “approve,” “recommend,” or “endorse” any proprietary product or material, either as a single item
or as a class or group.  Results shall not be used in advertising or sales promotion to indicate explicit or implicit endorsement of the product by the Institute. (See NTEP
Policy and Procedures.)
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Cardinal Scale Mfg. Co.
Livestock Scale, Electronic  

Model:  LSE Series 

Application:   Livestock scale applications.

Identification:   The identification plate is glued to the load cell junction box on the side of the scale facing the
indicator.

Sealing:  Sections are adjusted in the load cell junction boxes (one for each section) and can be sealed with  physical
security seals. Overall calibration adjustments are made at the indicator and can be sealed with a physical seal.
  

Test Conditions:  The Model LSE2035 was submitted for evaluation (12 ft x 35 ft, three-section platform with a
capacity of 40 000 lb and a 16 000 lb CLC).  The longest span between sections was 17' 6¾".  The emphasis
of this evaluation was on device design and performance.  The scale was tested to 35 000 lb with known test
standards.  The scale was interfaced with a Cardinal indicator Model 748-S.  Several section and mid span
tests were conducted using 16 000 lb of known test standards.  Several increasing/decreasing distributed load
tests were conducted using 35 000 lb of known test standards.  Physical security seals were applied to the
indicator and load cell junction boxes.  Similar tests were repeated after the minimum time and use
requirements were met. 

The results of the evaluation indicate that the device complies with applicable requirements of NIST
Handbook 44.

 
Type Evaluation Criteria Used:  NIST Handbook 44,  1997 Edition

 

Tested By:  L. Walrod (NE) and R. Suiter (NE)


